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pentru achizitia de cameri foto digitala cu stativ

1.0Obiectul achizitiei :
Achizitia unei camere foto digitale cu stativ, scopul principal fiind preluarea imaginilor in
vederea eliberarii cartilor de identitate.

1.Caracteristici tehnice minimale camera foto:

Calitatea imaginii Senzor Tip: CMOS

Profunzime Culoare: 14biti
Dimensiune: 22.3 x 14.9 mm
Rezoluitie efectiva: 18.7 Mpx

Rezolutie finregistrata: 18 Mpx

Rezolutie efectivd Intre 18 si 20 MPx
Profil culoare RGB
Adobe sRGB

Format Figiere MOV (video: H.264, sunet: PCM linear)
RAW: RAW

JPEG: Fin, Normal (compatibil cu Exif
2.30)/normele pentru sistemul de figiere al
camerelor - DCF (2.0)

Rezolutii inregistrate RAW: (RAW) 51 84x3456

JPEG 3:2:

- (L) 5184x3456,

- (M) 3456x2304,

- (S1)2592x1728,

- (S2) 1920x1280,

- (S3) 720x480

JPEG 1:1:

- (L) 3456x3456,

- (M) 2304x2304,

- (S1) 1728x1728,

-(S2) 1280x1280,

- (S3) 480x480

JPEG 4:3:

- (L) 4608x3456,

- (M) 3072x2304,

-(S1) 2304x1728,

- (S2) 1696x1280,




~(S3) 640x480
JPEG 16:9:

- (L) 5184x2912,
- (M) 34561944,
- (S1) 2592x1456,
- (S2) 19201080,
- (S3) 720x400

Mod filmare

Full HD

Inregistrare video

640 x 480 (30, 25 cps)

1280 x 720 (59,94, 50 cps)

1920 x 1080 (29,97, 25, 23,976 cps)
Durati maxima de 29 min. 59 sec.,
Dimensiune max. a fisierului de 4 GB

Inregistrare audio

PCM linear

Control focalizare

Tip focalizare

Tip: TTL-CT-SIR cu un senzor CMOS
Selectia punctelor AF: Selectare automata,
selectare manualad

Sistem AF / Puncte: 9 puncte AF (/5,6 de tip
incrucisat in centru, sensibilitate suplimentara

la £/2,8)

Mod focalizare

Mod AF: Al Focus, One Shot, Al Servo

Control expunere

Sensibilitate

1SO 100

SO 400

1SO 800

1SO 200

I1SO 3200

1SO 6400

I1SO 1600

H1 (ISO 12800)
AUTOMATA (100-6400)

Tip obturator

Diafragma in plan focal reglata electronic

Viteze obturator

30-1/4000 sec

Mirror Lock-up:

DA

Misurarea expunerii

Evaluativ

Partial (9%)
Punctual (4%)
Central-ponderat

Moduri expunere

Auto

A-DEP

Movie

Manual

Sports

Close-up

Portrait

Landscape
Program AE

Night Portrait
Shutter priority AE
Aperture priority AE

Moduri balans de alb

AWB
Flash
Shade




Performante

Moduri presetate

Display

Vizor Optic

Informatii vizor

DOF Preview

Optiuni de limba

White
Cloudy

Custom
Tungsten
Daylight
Fluorescent light
Standard
Neutral
Faithful
Portrait
Landscape
Monochrome

Pentamirro

Marire: 0.87x

Acoperire: 95%

Diametru vizor: 19mm

Corectie dioptrie : de la-3latl
AF information: AF points, focus
confirmation light

Flash information: Flash ready, high-speed
sync, FE lock, flash exposure compensation,
red-eye reduction light

SD card information, monochrome shooting,
maximum burst (1 digit display), Highlight
tone priority (D+)

value, ISO speed (always displayed), AE
lock, exposure level/compensation, spot
metering circle, exposure warning, AEB

Proportie 3:2
1,040,000 puncte

Pana la 10x zoom redare
7 nivele de luminozitate

Romanian, English, German, French, Dutch,
Danish, Portuguese, Finnish, Italian,
Norwegian, Swedish, Spanish, Greek,
Russian, Polish, Czech, Hungarian,
Ukrainian, Turkish, Arabic, Thai, Chinese,
Korean

User Defined (x3)
:

Tmprimare datd si timp _

M

Image information: White balance correction,

Exposure information: Shutter speed, aperture

TFTLCD, 7.7 ¢cm, 3 inch, acoperire: 100%

Control blit extern

Blit Blit integrat DA, Auto, Manual Flash On/off
Razi efectiva blit 13m
Patina blit extern DA, hotshoe

E-TTL II cu bliturile Speedlite seria EX

Viteza maxima de
sincronizare

1/200




Memorie §i Carduri de memorie SD 41
alimentare compatibile SDXC
SDHC
Alimentare Baterie reincércabild Li-ion LP-E8
Alimentator: AC Adapter Kit ACK-E8 , Tncarcator baterii
LC-E8, LC-E8E
Intrare / lesire Interfatd computer USB High-Speed 2.0
Capacitati direct print | DA, PictBridge
Iesire video | DA
Cerinte Software Sistem: Windows XP (SP2/SP3)/ Vista inc
SP1 (excl. Starter Edition) / 7 (excl. Starter
Edition) OS X v10.4-10.6
Software: ZoomBrowser EX/ImageBrowser ,
Digital Photo Professional, PhotoStitch, EOS
Utility (inc. Remote Capture, Original Data
Security Tools), Picture Style Editor
Optica Multiplicator distanta 1,6x
focald
Stabilizare optica de Pe obiectiv
imagine
Obiectiv Monturd obiectiv EF-s
Distanta focald 18-55mm (29-88mm in echivalent 35mm)
Tip de focalizare Autofocus
Plaja diafragme £/3.5-5.6 - f/22-38

Numdr lame diafragma

6 lamele

Filet filtru

58mm (rotire in momentul focalizérii)

T Distanta minima de 25cm
focus
Raport marire 0.34x la 55mm
Unghi de cuprindere 74 - 27 grade
Constructie 11 elemente in 9 grupuri / 1 element asferic
Stabilizare imagine IS 1I (4 stopuri)
Lungime 70mm
Diametru 68.5 mm
Greutate 200g
Caracteristici fizice | Greutate, dimensiuni 570g
133.1 x99.5 x 79.7 mm
Accesorii incluse CD soft
Cablu AV
Cablu USB
AC Adapter Kit ACK-E8
Acumulator LP-E8
Incarcator LC-E8




3.Caracteristici tehnice minimale stativ:

Stativ Monopied Filet universal 1/4"
Material: aluminiu
Culoare: negru

Numdr segmente: 5
Lungime pliat: 390 mm

Lungime extins: 1455 mm
Capacitate maxima acceptata: 1,5kg
Greutate proprie: 290g

Cap trepied Atasare la orice trepied foto sau video
motorizat cu Sarcina maxima: 2.7 kg
telecomanda Miscarea maxima orizontala: +/- 170°

Miscarea maxima verticala: +/- 15°
Alimentare: 4 baterii AA si adaptor AC
Telecomanda: cu fir 115 cm

Filet trepied: 1/4"

Filet camera: 1/4"

Dimensiuni: 144 x 11.25x 10 cm
Greutate: 765 g

4.Perioada de garantie:

Perioada de garantie va fi de minim 2 ani, Incepand de la data receptiei cantitative si
calitative. Garantia produselor livrate cade in rispunderea vanzitorului. In perioada de garantie,
vanzitorul se obligd sd asigure constatarea unei defectiuni in maxim 8 ore de la semnalarea
acesteia si remedierea defectiunii in maxim 24 ore de la data constatarii.
5.Certificarea calitatii:

La livrare ofertantii vor prezenta certificate de atestare a calitétii echipamentelor.

6. Termeni de livrare:

Termenul maxim de livrare este de 10 zile lucritoare de la data semnérii contractului.

S.P.C.L.E.P. Sebes,
Stricat Anca
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